Set buttons 



Set inputs ■ 
(positive edge) 



Clocl< input ■ 
(positive edge) 

-directional switch ■ 
output/input 




Quad bi-directional 
switch 
input/output 





IN/OUT 1 


IN/OUT 2 IN/OUT 3 


IN/DUT4 
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(^MODULAR 56M 





Indicator lamps for the 
four switches 



Four counters connected in series 
with adjustable divider ratio 

Ratio switch: 

- SKIP skip step 
- 1 

- 2 

- 3 

- k 



shift after one clock pulse 
shift after two clock pulses 
shift after three clock pulses 
shift after four clock pulses 
shift after eight clock pulses 



Gate output for each step 
('on' as long as step is active) 



lAllAllAl.LUIVJAR-GXPGRIGIVJCG.CQM 



Power supply 
input for COTK 
cable adapter 



Power supply input 
for synthesizers.com 
cable adapter 




Operating voltage 
-Voltage = -15 volts 
+Voltage = +15 volts 

(The module can be adapted to 
Moog standard [-6 voltsl+12 volts] 
or -12 volts/+ 12 volts as custom order.) 
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seoHenMIivider swiTO 



SHIFT/CLOCK IN Q- 



CLOCK DIVIDER 1 
OFF 1 2 3 4 8 



TRIG. IN 



• RESET 



SETBUnON^) — — >n 
IN/OUT iQ — 



CLOCK DIVIDER 2 

OFF 1 2 3 4 8 



TRIG. IN 



! RESET 



SET^)— 
IN/OUT 2 O—Q^ 



TRIG. \w(y 



' RESET 



SET^)— 

IN/OUT 3 0—°^^ 



HE) 



TRIG. 



RESET 



SET^)— 
IN/OUT 4 O — -c^o 



M8) 



CLOCK DIVIDER 3 

OFF 1 2 3 4 8 



1 



CLOCK DIVIDER 4 

OFF 1 2 3 4 8 



L-Qtrig. out 4 

— QtRIG. out 3 
— QtRIG. out 2 
— QTRIG. OUTl 



O 0"T/IN 
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